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Chapter 1 Introduction 

HIKMICRO THUNDER 2.0 series is equipped with high-sensitivity IR detector, and adopts advanced 
thermal imaging technology, to get clear view in poor visibility or dark environment. 

It helps to view the target and measure the distance. It can aim at the moving target and meet the 
outdoor condition. The device can be widely used in searching and rescuing, hiking, travel, etc. 

This document introduces new features and optimizations in V5.5.61 of the products. 

Version Information 

Item Description 

Firmware Version V5.5.61 build 231010 

Models 

TE19 2.0 

TE25 2.0 

TE19C 2.0 

TE19CR 2.0 

TH25P 2.0 

TH35P 2.0 

TH35PCR 2.0 

TH35PC 2.0 

TQ35 2.0 

TQ35CR 2.0 

TQ35C 2.0 

TQ50 2.0 

TQ50CR 2.0 

TQ50C 2.0 

Mobile Client HIKMICRO Sight, latest version 
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Chapter 2 Optimizations 

HIKMICRO THUNDER 2.0 series has been optimized to improve your experience. 

2.1 Image Effect 
Reduce the Clip-On OLED display background brightness for a more comfortable visual experience. 

             

V5.5.61build230720                    V5.5.61build231010 

2.2 Image Calibration 
1. Support quickly enabling the Image Calibration function by long pressing the capture key + image 

key. 

2. Support Menu Sizing adjustment to adapt to daylight scope with different magnifications. 

 

Note 

1. An additional monocular eyepiece is needed when using as a monocular. 

2. This function is NOT supported by TE19 2.0, TE25 2.0, TH25P 2.0, TH35P 2.0, TQ35 2.0, 

TQ50 2.0. 
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2.3 Eyepiece Type 
Support quickly switching between Clip-on mode and monocular mode by long pressing the capture 
key + mode key. 

Note 

1. An additional monocular eyepiece is needed when using as a monocular. 

2. This function is NOT supported by TE19 2.0, TE25 2.0, TH25P 2.0, TH35P 2.0, TQ35 2.0, 

TQ50 2.0. 
 

2.4 UI Display 

Optimize UI with more readable icons and text. 

V5.5.61build231010: 

          

Scope                                 Clip-on 

V5.5.61build230720: 

          

Scope                                 Clip-on 
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2.5 Others 

Correct sub-menu of Measure function. 

          

V5.5.61build230720                    V5.5.61build231010 



 

 
 

  


